This paper presents a resonance-based wireless power transfer (R-WPT) system using two multi-layer multi-turn inductor coils on the transmission side and a third coil on the receiver side. We theoretically characterized and optimized the system in terms of quality factor (Q factor) of the coils and power transfer efficiency (PTE). In our R-WPT prototype, the alternating currents (AC) were simultaneously applied to two transmitter coils, which, in turn, transferred power wirelessly to the secondary coil with a 3-mm radius on the receiving end. Owing to the optimization of the inductive coils, all of the coils achieved the highest Q-factor and PTE at the resonance frequency of 2.9 MHz, and the transfer distance could be extended up to 30 mm. The results show that the PTE was greater than 74% at a separation distance of 5 mm and about 38.7% at 20 mm. This is distinctly higher than that of its 2 and 3-coil counterparts using only one driving coil.
Introduction
Wireless power transfer (WPT) circuits have been widely deployed in applications such as implantable electronics [1] [2] [3] [4] and biomedical treatment systems [5, 6] . It enables a miniaturized system design, as well as a battery-less operation. The WPT systems also exhibits great potential to be combined with wireless communication electronics for data transmission [7] [8] [9] . In particular, resonance-based WPT (R-WPT) systems [10] [11] [12] that use resonant coupling coils can achieve high (e.g., 78.6% at distance of 10 mm [11] ) power transfer efficiency (PTE) [13, 14] . Different from an inductive coupling power transfer technique [15] , the R-WPT utilizes a capacitor and an inductor to form a LC resonant circuit. The driving and the load coils operate at the same resonant frequency and form a resonant coupling, which allows maximum power to be delivered wirelessly from the driver to the load [13] . The PTE of the R-WPT can be typically improved by optimizing the quality factor Q and the structure of the driving coils [2] .
From a different perspective, the R-WPT systems do face some challenges, especially when they are used to power implantable electronics. In that case, the size of the implanted coil should be minimized, which makes it difficult to obtain a maximum PTE at the target resonance frequency [12] . Meanwhile, due to an increased transfer distance, a reduction of PTE can also be expected. Designing all coils to achieve their peak Q factors at the resonance frequency, is a feasible approach to improve the PTE when the geometry of the implantable coil is restricted [2, 10] . In addition to the Q factor, the optimization of the coil structures can also improve the PTE. For example, a 4-coil resonant 
Proposed Coil Model
The driving and load coils of the proposed R-WPT system were fabricated using an AWG46 Litz wire. The long electrically conductive wire was wound into a structure with N a layers and N t turns (Figure 2 (left) ). The Litz wire can mitigate the negative impacts on the skin, and the proximity effects [10] , because it consists of multiple thin wire strands that are twisted together and electrically insulated from each other (Figure 2 (right)). In this work, the working frequency (f ) of 2.9 MHz was selected (to be discussed in Figure 4 and Section 3), such that the skin depth could be calculated as 38 µm according to 2/2π f µ 0 σ, where σ is the conductivity of the wire and µ 0 is the permeability of free space. The diameter of the wire strand was 39.8 µm, which revealed the suitability of the wire to the working frequency. The other physical parameters of the wire were listed in Table 1 and used in the system simulations. 
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The first and second terms represent the summation of each turn's inductance and the summation of mutual inductance between each turn, respectively. They can be expressed as follows [10] :
where a i is the radius of the ith turn of a coil, R is the wire radius, N t is the total turns on each coil layer, d ij is the relative distance between ith turn and jth turn. ρ = 0 means that the turns on the layer are perfectly aligned. K(k) and E(k) are the complete elliptic integrals of the first and second kind, respectively. In the simulation model, for the driving and the receiver coils, N t was 52 and 55, respectively. The simulated inductances of coils were calculated as shown in Figure 3 . It can be observed that the coil's inductance slightly increases with frequency for the ranges of 1 MHz to 5 MHz, in which the working frequency was located (to be explained in Figure 4 ). 
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where C is the parasitic capacitance between neighboring turns and it is given by [11] :
where D, r 0 , ζ, d, ε r and ε 0 are the average coil diameter, inner radius of each bunch, thickness of the insulation layer ( Figure 2 (right)), relative distance between neighboring turns, relative permittivity of the insulation and the dielectric constant of the free space, respectively. The Q-factor of the inductor is critical for the WPT [2, 10] . Achieving a peak Q-factor in the WPT system can bring an improved PTE, it also reduces heat dissipation, which is especially important for implantable medical devices (IMDs), as a significant temperature change can induce organ or tissue burning. The Q-factor of an inductor is defined as:
where f is the operating frequency, L is the inductance of the coil, and R is its effective AC resistance. Figure 4 shows the simulated Q-factor of the three coils versus the operating frequency. The highlighted area represents the frequency range where the coils achieved the maximum Q-factor, this is denoted as f peak . As shown in Figure 4 , all coils obtained their peak Q-factor within the frequency range of 2 to 3 MHz. Table 2 lists the simulation results of the inductance and Q-factor given by Figures 3 and 4 . A precision impedance analyzer (Agilent 4294A) was used to validate simulation results of the coils, with their measurement also given in Table 2 . Based on the measured coils' inductances, three capacitors of 110 pF, 110 pF and 200 pF for driving coils #1, #2, and implantable coil #3, respectively, were employed to form the three LC resonators. Finally, all coils were tuned to operate at the same resonance frequency. Based on Equation (6) and circuit model, as shown in Figure 5a , a resonant frequency of 2.2 MHz can be expected for the designed R-WPT system. This frequency was located in the f peak (2-3 MHz as depicted by Figure 4) , and it can also be regarded as a safe electromagnetic Energies 2019, 12, 2914 6 of 11 frequency exposed to the human body according to the international commission on non-Ionizing radiation protection (ICNIRP) and the IEEE standards [19, 20] .
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Results and Discussions

Power Transfer Efficiency
For the conventional WPT systems, the two-coil system using the primary (Q p ) and the secondary coils (Q s ) is commonly seen. The Q-factor of the coils and the coupling coefficient (k) determine the PTE, which is given by [12] :
The coil lumped circuit is modeled as shown in Figure 5a , the total impedance around the resonant circuit is:
where R, L, and C are the inductance, resistance, and capacitance of the circuit, and j is the imaginary constant. According to Kirchoff's law, the induced current in the resonator is:
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where I e is the current applied in the driving coil, t is time. M is the mutual inductance between the driver and the load coils, which is expressed as:
Compared to the one driving coil systems, the direction of the AC passing through the two driving coils must be kept the same. Otherwise, the effective magnetic field may be mutually canceled and weakened. The schematic diagram of the 3-coil R-WPT system is shown in Figure 5b , where V s is the power source applied to the primary coil and Rs is the source impedance. In this system, the induced current in the load coil L 3 can be expressed as:
From Equations (9) and (11), the induced current in the proposed two driving coil R-WPT system is much larger than that of the conventional WPT system given the same input power.
Simulation Results
Adopting the multi-turn multi-layer structure as shown in Figure 2 , we wound 52 turns for both two driving coils and 55 turns for the receiver coil, respectively. Although increasing the number of the turns may increase the Q-factor of the coil, note that the AC resistance also gets increased accordingly, bringing negative influence on the Q-factor. In our design, a peak Q-factor was observed experimentally when the number of turns was around 54, while the Q-factor dropped when the number of turns was over 54. The detailed dimensions and geometric specifications of the three coils are given in Table 3 . The driving and the load coils (functioned as the implantable coil) were concentric. The induced current was verified via COMSOL simulation using the coils' physical parameters listed in Tables 1 and 3 . In this simulation, the distance between the driving and implant coils was 5 mm. The applied AC was 0.1 mA with a frequency of 2.2 MHz to each driving coils, Figure 6 depicts the cross section of the induced current density at the receiver side. This simulation result clarifies that power can be transferred wirelessly through the resonant system. Moreover, we can observe that the inner turns of the coil received more power than that of the outer of the coil, which is a reasonable outcome according to magnetic field theory. The ratio of the induced current to the applied current was about 12% with a transfer distance of 5 mm.
In the next simulation, the influence of distance and orientation to the PTE were investigated. In the simulation model, two co-axial driving coils and the load coil were positioned at a distance of 5 mm apart, the center axis of the driving coils were aligned with that of the load coil, we calculated the PTE, then the transfer distance was increased up to 25 mm, the correlated PTE versus distance were given in Figure 7a . A maximum PTE of 80% was achieved at a separation of 5 mm. As a comparison, same simulation conditions were applied to the 2T-1R model using only one driving coil. As expected, our design shows better PTE than its counterpart due to an increased mutual inductance between the driving and load coils. Locating the load coil 5 mm apart from the driving coils, we horizontally rotated the load coil with respect to the axis of driving coils, this may likely reflect the real scenario of wirelessly powering the implants. The PTE calculated versus the rotation angle were shown in Figure 7b . The shift and the rotation reduce the magnetic flux through the load coil, resulting in a decreasing coupling coefficient between the driving and the load coils. Consequently, the PTE drops with an increasing rotation angle. 6 depicts the cross section of the induced current density at the receiver side. This simulation result clarifies that power can be transferred wirelessly through the resonant system. Moreover, we can observe that the inner turns of the coil received more power than that of the outer of the coil, which is a reasonable outcome according to magnetic field theory. The ratio of the induced current to the applied current was about 12% with a transfer distance of 5 mm. In the next simulation, the influence of distance and orientation to the PTE were investigated. In the simulation model, two co-axial driving coils and the load coil were positioned at a distance of 5 mm apart, the center axis of the driving coils were aligned with that of the load coil, we calculated the PTE, then the transfer distance was increased up to 25 mm, the correlated PTE versus distance were given in Figure 7a . A maximum PTE of 80% was achieved at a separation of 5 mm. As a comparison, same simulation conditions were applied to the 2T-1R model using only one driving coil. As expected, our design shows better PTE than its counterpart due to an increased mutual inductance between the driving and load coils. Locating the load coil 5 mm apart from the driving coils, we horizontally rotated the load coil with respect to the axis of driving coils, this may likely reflect the real scenario of wirelessly powering the implants. The PTE calculated versus the rotation angle were shown in Figure 7b . The shift and the rotation reduce the magnetic flux through the load coil, resulting in a decreasing coupling coefficient between the driving and the load coils. Consequently, the PTE drops with an increasing rotation angle. In the next simulation, the influence of distance and orientation to the PTE were investigated. In the simulation model, two co-axial driving coils and the load coil were positioned at a distance of 5 mm apart, the center axis of the driving coils were aligned with that of the load coil, we calculated the PTE, then the transfer distance was increased up to 25 mm, the correlated PTE versus distance were given in Figure 7a . A maximum PTE of 80% was achieved at a separation of 5 mm. As a comparison, same simulation conditions were applied to the 2T-1R model using only one driving coil. As expected, our design shows better PTE than its counterpart due to an increased mutual inductance between the driving and load coils. Locating the load coil 5 mm apart from the driving coils, we horizontally rotated the load coil with respect to the axis of driving coils, this may likely reflect the real scenario of wirelessly powering the implants. The PTE calculated versus the rotation angle were shown in Figure 7b . The shift and the rotation reduce the magnetic flux through the load coil, resulting in a decreasing coupling coefficient between the driving and the load coils. Consequently, the PTE drops with an increasing rotation angle. 
Experimental Measurements
To demonstrate the validity of the proposed two driving coil R-WPT technique, a measurement setup was implemented as shown in Figure 8 (left). An NI XI 5402 was used to apply 1 mW AC power to the driving coils, which were located on the opposite side of the load coil (the inset of Figure 8 (left) ). With a transfer distance of d 23 = 20 mm, the measured voltage waveforms of the driving and the implant coils were shown in Figure 8 (right). The received power was obtained by measuring the induced current and the voltage directly on the load coil. When the signal generator was tuned to f 0 = 2.94 MHz, the induced voltage on the load coil exhibited a peak value (V pp ) of 5.52 V. In Figure 8 (right) , the voltage of the driving coil was much lower than that of the load coil. The reason could mainly be that the number of turns of the load coil was larger than that of the driving coil [12] . Though, the induced current across the load coil was I pp = 0.56 mA, much lower than the applied current on the driving coils in our measurements. The corresponding PTE was 38% (derived by the multiplication of the induced current I rms and voltage V rms over the emitted power). Moreover, a phase difference between the input and output voltage waveforms was observed, this is because the coupling between the driving and the load coils may shift the original phase if the multiple transmitters are used [17] . As shown in Figure 9 (red dot), the PTE was measured at a different transfer distance d 23 from 5 mm to 30 mm. The highest PTE is 74% at the distance of 5 mm (equal to near tissue thickness). Moreover, the PTE can keep a high value (38.7%) over a distance up to 20 mm (equal to deep tissue thickness). Table 4 summarizes the parameters of our proposed system, as well as the comparison with previously reported works in the literature.
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Conclusions
This work presents a 3-coil R-WPT using a pair of driving coils which is intended to provide an improved PTE. The geometries of the coils are optimized through simulations, consequently, the coils achieve their peak Q-factors at the resonant frequency. Moreover, the influence of the transfer distance and orientation on the PTE is demonstrated. The results indicate that the proposed design provides a higher PTE than its 3-coil counterpart using only one driving coil in both cases. Finally, the performance of the proposed design is further validated via experiments, and the results show that the 3-coil system using two driving coils provides higher PTE compared to the 2-coil system with an equivalent geometry setting. Besides the PTE, the resonant frequency (or the operating frequency) is another critical factor for implantable applications. The selection of the frequency must be carefully considered in order to avoid safety concerns and electromagnetic wave interference. This will need in-depth and careful studies and further refinement efforts and will be part of our future work following the current feasibility study.
